Notes

1. Al dimensions are in millimetres unless stated otherwise.

7. Levels are in metres related to Ordnance Datum.

— : : 3. The locations and depths of all existing sewers and manholes to be used for new
A | benerd revisions and drainoge redesign Dec 2025 | TWC connections are to be accurately determined by the Developer prior to the commencement
rey description dote by of all drainage works on the site and the information conveyed to CFA Civils.
Project Existing Open

4 Al private drainage works are to be built in accordance with the recommendations of
Building Requlations: Approved Document H 2015 Edition.

Watercourse

Gansborough Park
Abergele, LLZ22 9A/

Drawing Title

Proposed Residential Development
site Drainage Strategy Layout

Tan-y-bryn Lodge 5. Unless stated otherwise, all private drains are to be 100 nominal diameter drainage
pipes at minimum gradient of 1 in 80 for foul & combined and 1 in 100 for surface
water, bedded and backfiled to manufacturers™ specification.

6. All SubS fittings to be supplied by SEL Environmental Ltd., Canal House, Bonsdll Street,
Blackburn, BB2 40D.

Date Scale Drawn by Checked by

, /. Existing site is drained on totally combined system discharging top public sewerage.
september 2023 1:250 e N ) proposal aims to remove all surface water from combined and discharge to existing
Job No. Drawing No. Revision watercourse along north—western site boundary.
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8. New surface water flows are to be attenuated to as close as Creenfield rates as
possible by a combination of permeable surfaces with sub—base attenuation & treatment,
under—drainaed swales and attenuation ponds with downstream control chambers.

9. All private driveways to be finished in permeable block—paving on voided type 3
sub-base [Sudsagg or equivalent] min 350 thick. Outlet diffusers loid in deepened area of

+31.300 sub—base.

10. Al roadways to drain either to qullies where indicated or by crossfalls over flush kerbs
into underdrained swales. Road surface contours indicated at 0.09m level intervdls.

+31.850

------ 351 Permavaid PYODOSHON Diffuser Unit ///

""" ® 52 WASPO4301 Catchpit 3350 ///
SP0505T Catchpit 5009 — Stepped Invert ////
SP08402 Inlet /Outlet Controlflow Basket //é/

IASPO8YO0-Lrosion Control Basket /////

=== 1 Inspection Access — 2500 min
~2—fnspection-Chamber — 4509 min

=== £y Combined Sewer Umnsferredjj//
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